
ردیف مذل دستگاه مشخصات فنی تصویر دستگاه (تومان)قیمت 

1 SIR-4150P

Built-in IR LEDs + varifocal lens equip the SIR-4150,with the ability to 

deliver high quality video even in zero light conditions. Visibility up to 

30 metres from camera even in ultra-light conditions.Minimum 

illumination 0.002 lux (Sens-up). 12V DC.
335,000

2 SIR-60P

1/3" Day & Night, IR LED Camera with Built-in Varifocal Lens 

resolution of 580TV lines , S/N ratio of 52dB                                     Min. 

illumination of 0Lux@F1.2 (LED on) / 0.15Lux@F1.2 (Color) / 

0.0003Lux@F1.2 (Color sens-up)
225,000

3 SID-460P

1/3" Super HAD color CCD with 410K pixels

S/N ratio of 52dB

Unmatched image resolution of 580TV lines

Min. illumination of 0.15 Lux@F1.2 (Color)

0.0006 Lux@F1.2 (Sens-up)

260,000

4 SID-47P

1/3" High Resolution, Day & Night Dome Camera                          High 

resolution of 580TV lines , S/N ratio of 52dB                            Min. 

illumination of 0.15Lux@F1.2 (Color) 0.0006Lux@F1.2 (Color sens-up) 195,000

5 SID-560

1/3" High Resolution Dome Camera                                                      High 

resolution of 560TV lines , S/N ratio of 52dB                            Min. 

illumination of 0.3Lux@F1.2 (Color)    0.01Lux@F1.2 (B/W) 

0.001Lux@F1.2 (Sens-up)
325,000



6 SID-50P

1/3" High Resolution Color Mini Dome Camera

High Horizontal resolution of 540TV lines

High sensitivity of 0.002 Lux at F1.2

Built-In wide angle fixed lens ( f=3mm )
155,000

7 SVD-4400

1/3" High Resolution Vandal-Resistant Dome Camera

High resolution of 580TV lines, S/N ratio of 52dB

Min. illumination of 0.15Lux@F1.2 (Color) 0.01Lux@F1.2 

(B/W)0.0006Lux@F1.2 (Color sens-up)
275,000

8 SDC-415

1/3" Day/Night Camera. 520TVL, SSNR, S/N>50dB,WDR, 

Video/DC/ESC Iris, 0.3 Lux(Color)@ F1.2, 

0.1 Lux (Mono), 0.002 Lux (Sens-up), OSD, Privacy, 

Motion Detection, 24Vac 12Vdc . Lens Optional
155,000

9 SDC-425

High-resolution High-sensitivity Camera.                                  Color 

580TVL, B/W 630TVL. 

Min.Illumination 0.0002Lux. Day & Night. 

High Light Compensation. Flexible backlight zone setting. 

Multi-language OSD for user convenience.

175,000

10 SHC-735

Ultra Low Light Day Night / Camera. 1/3" Vertical Double IT CCD, 

410K pixels, 520TVL(Color), 550TVL(B/W), SSNR, 126xWDR,MD,Line 

Lock, Day/Night, Sens-up, Color:0.13Lux, B/W:0.01Lux, Privacy Image, 

Timer, Dual Voltage, 12vDC/24vAC. Lens Optional
335,000

11 SPU-3750TP

1/4" Super HAD Color CCD Speed Dome Camera,

37x Optical Zoom, 680TVline

2,160,000



12 SPD-3750P

1/4" Super HAD Color CCD Speed Dome Camera, 37x Optical Zoom, 

520TVline(Color), 570TVline(B/W), 128xWDR, ICR D/Night, SSNR2, 

128Presets, Digital Flip, Privacy Zone Masking, MD, OSD, 

ATW/AWC/Manual(1800°K~10,500°K ), Digital Flip, 24vAC PSU 

included

1,250,000

13 SPD-3750TP

1/4" Super HAD Color CCD Speed Dome Camera, 37x Optical Zoom 

with auto tracking, 520TVline(Color), 570TVline(B/W), 128xWDR, ICR 

D/Night, SSNR2, 128Presets,Digital Flip, Privacy Zone Masking, MD, 

OSD,ATW/AWC/Manual(1800°K~10,500°K ), 
1,450,000

14 SPD-2700

1/4" Low Light, High Resolution 27X PTZ Dome Camera Powerful 27X 

optical zoom High resolution of 550TV lines (Color), 680TV lines 

(B/W),S/N ratio of 50dB Min. illumination of 0.4Lux@F1.6 (Color), 

0.02Lux@F1.6 (B/W), 0.001Lux@F1.6 (Color sens-up)
1,250,000

15 SLA-550D

Varifocal,Manual Zoom,5 ~ 50 mm Focal Length,

CS Lens Mount,Zoom Ratio 1:1.8,Auto Iris

 110,000

16 SLA-3580N

1/3" CS-mount D&N Varifocal Lens

Wide 3.5mm view to telephoto 8.0mm, CS-mount type

65,000

17 SVR-1645

Samsung SVR-1645:16 Channel Digital Video Recorder, 

Real-time 480fps Display, Real-time 480fps Recording, 

MPEG-4 compression, DVD Writer Included, 

OSD On Screen Display
2,250,000



18 STM-19LA

1,280 x 1,024@75Hz Resolution,5ms Response Time

800 : 1 High Contrast Ratio (STM-19LA)

300cd/m2 High Brightness,Built-in Speakers

BNC Loop Through, S-Video, RGB Inputs
640,000

19 STB-280PW

Wall Bracket with side Conduit

SPD-1000/SNP-1000

70,000

20 STB-300PW

Wall Mount

SPU-3750T/3700

55,000

21 STH-330PO

For outdoor applications

Can be used with STB-270PW wall mount, STB-493PP ceiling mount, 

Aluminium diecasting, Poly carbonate dome cover

Built-in fan/heater (STH-330PO)

IP67, Dimensions 242(ö) x 284.5(H)mm

420,000

22 STH-360PO

Outdoor Housing  

SPD-3750/3750T/3700/3700T

SPD-3350/3310/2700 330,000

23 STB-270PWV

PTZ Dome Wall Mount

Wall Mount for PTZ Dome Camera

75,000


